SPORT Compact PRO FWD CLASS 

Please note, this is currently a redundant class, but below is the outline for construction regs. This class cannot function until at least 3 approved vehicles are registered to race. Until then, all suitable vehicles will be run as demos. Pro FWD cars are also eligible to run alongside HKS Pro.
Designations

Class open FWD full bodied cars only. 

The class is run on a .4 second Pro Tree.
Minimum Weights

3-cylinder
:
800kg

4-cylinder
:
950kg

5-cylinder
:
1000kg

6-cylinder 
:
1091kg
This section subject to imminent revision. All weights include driver, verified after the run.
 CLASS REQUIREMENTS. 

SC/PRO 1.1 Engine.

Engine swaps permitted. Engine must be from same manufacturer as body. 6-cylinder must be overhead-cam, production-based design, maximum two power adders. More than 6 cylinder prohibited. Redundant power adders, such as a dual stage nitrous system or twin turbos, will be counted as one power adder. 

SC/PRO 1.2 Exhaust.

All cars must be equipped with exhaust collectors or headers installed to direct exhaust out of car body to rear of car, away from driver and fuel tank. If mufflers are used, they must be securely attached to exhaust system and car body or frame. Flexible tubing or flex pipe prohibited in all categories. 
Stricter noise regulation may apply in the near future. 

See GSR 1.3.
SC/PRO 1.3 Fuel.

Commercially available race fuels and additives permitted

SC/PRO 1.4 Fuel System.

Fuel Cell permitted. 

See GSR 1:5.

SC/PRO 1.5 Liquid Overflow.

See GSR 1:7.

SC/PRO 1.6 Supercharger, Turbocharger.

Permitted, Liquid intercoolers limited to water and/or ice ONLY.

SC/PRO 1.7 Nitrous Oxide.

Commercially available nitrous oxide permitted, on all engines. Nitrous bottle(s) in driver compartment must be equipped with a relief valve and vented outside of driver’s compartment. Bottle(s) must be certified for use at the working pressure (minimum 124 bar rating) and permanently mounted (no hose clamps or tie wraps). Hoses from bottle(s) to solenoid must be high-pressure steel-braided. Commercially available, thermostatically controlled, blanket-type warmer accepted. Any other external heating of bottle(s) prohibited. 

See GSR 1:9, 9:7.

SC/PRO 2.1 Flywheel Shield.

All manual-transmission-equipped cars running quicker than 11.99 or faster than 217 km (135 mph) must have a flywheel shield labelled as meeting minimum SFI Spec 6.1, 6.2, 6.3 or 9.1. Applications for which an SFI Spec flywheel shield is not available may use an SFI Spec flywheel shield from another application, attached to a motor plate that is attached to the engine block at all available bolt holes, or a fabricated shield made of 6 mm (1/4-inch)-thick steel, surrounding the bell housing 360 degrees, extending 25 mm (1 inch) forward and 25 mm (1 inch) rearward of the rotating clutch assembly. Shield must be securely attached to frame or frame structure; may be multi-piece bolted together using minimum 9,4 mm (3/8-inch)-diameter M10 class 8.8 or Grade 8 bolts.
SC/PRO 2.2 Transmission. 

 Aftermarket race transmissions permitted

SC/PRO 2.2 Transmission, Automatic.

All cars using an automatic transmission and running quicker than 9.99 or faster than 217 km (135 mph) must be equipped with a transmission shield meeting SFI Spec 4.1, a flex plate shield labelled as meeting SFI Spec 30.1, and a flex plate labelled as meeting SFI Spec 29.1 Transmission brake permitted

SC/PRO 2.3 Transmission, Manual.

Automated, timer-type, pneumatic, electric, electronic, hydraulic, etc. shifting mechanism permitted 

SC/PRO 3.1 Brakes.

Four-wheel hydraulic brakes mandatory. 

 See GSR 3:1

SC/PRO 3.2 Steering.

Must retain full, original OEM type steering gear.

 See GSR 3:2, 3:3, 4:1.

SC/PRO 3.2.1 Suspension, 

See GSR 3:4
SC/PRO 3:3 Traction Bar Rod Ends.

See GSR 3:5
SC/PRO 3.3.1 Rear end.

Welded spider gear rearends prohibited.  
SC/PRO 3.4 Wheelie Bars.

Permitted,  Maximum permitted length of wheelie bars 70% of overall wheel base, Wheelie bars must have a minimum of 25mm ground clearance when the car is staged, adjustment during run prohibited

See GSR 3.6

SC/PRO 4.1 Ballast.

Permitted.

 See GSR 4:2.
SC/PRO 4:6 ROLL CAGE.
Mandatory. Type depending on E.T. Must be recertified every three years.

See GSR: 4.4, 4.11, 4.11.1, 10.6 and 10.7.

SC/PRO 4.13 Ground Clearance:

Minimum 76 mm (3 inches) from front of car to 305 mm (12 inches) behind centreline of front axle, 51 mm (2 inches) for remainder of car (except for exhaust more than 305 mm (12 inches) behind centreline of front axle).
SC/PRO 4.14 Parachute.

Mandatory on any car running 240 km (150 mph) or faster.

See GSR 4:8.

SC/PRO 4.15 Wheelbase.

OEM wheelbase plus 10 inches maximum, or minus 2 inches minimum. Maximum wheelbase for passenger car 114 inches regardless of OEM wheelbase. Maximum wheelbase for pickup truck 125 inches regardless of OEM wheelbase. Maximum wheelbase variation from left to right is 1 inch.

SC/PRO 5.1 Tyres.

See GSR 5:1.

SC/PRO 5:2 Wheels.

See GSR 5:2.

SC/PRO 6:1 Driver Compartment.

See GSR 6.1

SC/PRO 6:2 Upholstery, Seats.

See GSR 6.2.

SC/PRO 6:3 Window Net.

See GSR 6:3.

SC/PRO 7.1 Body.

Body must be from an original production car. Mild customizing, body kits permitted but must retain full-bodied appearance, with minimum 2 functional doors. Doors must open and close from inside and outside. 

SC/PRO 7.2 Tail Light.

All vehicles must have as minimum requirement one working tail light for night operations. Strobe, flashing, high intensity, laser, infrared, photo sensitive or other light emitting/receiving device prohibited. Any type of lights that may distract other drivers are prohibited. Also see Class Requirements.

.

SC/PRO 7.3 Competition Numbers.

See GSR 7:3.

SC/PRO 7.4 Firewall.

See GSR 7:5.

SC/PRO 7.5 Floor.

See GSR 7:6.

SC/PRO 8.1 Batteries.

 See GSR 8:1.

SC/PRO 8.2 Ignition.

See GSR 8:3.

SC/PRO 8:4 Master Cut-Off.

See GSR 8:4.
SC/PRO 9.1 Computer.

See GSR 9:1.

SC/PRO 9.2 Data Recorder.

 See GSR 9:2.

SC/PRO 9.3 Fire Extinguisher System.

 See GSR 9:3.

SC/PRO 9.4 Tow Vehicles.

Allowed

SC/PRO 9.5 Warm-Ups.

See GSR 9:4, 9:11. 
SC/PRO 10.1 Credentials.

All drivers must have a valid MSA licence. Minimum “non race national B”

SC/PRO 10.2 Driver Restraint System.
Three-inch-wide driver restraint system labelled as meeting S/FI Spec 16.1 mandatory in any car required to have a roll cage. System includes crotch strap and must be updated at two year intervals from date of manufacture.

 See GSR 10:5.

SC/PRO 10.3 Helmet.

See MSA Competitors year book ( Blue book), or FIA Helmet Regs.

See GSR: 10.7

SC/PRO 10.4 Neck Collar.

Mandatory.

 See GSR 10:8.

SC/PRO 10.5 Protective Clothing.

Protective clothing dependent on ET and/or mph of vehicle.
See GSR 10:10.
